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Illustrations are given as indications only. Optical deviations are no defect.

Available designs Order number EAN-Code

Polar Neo Vantage W+, steel black 5557 11 4029808594371

Polar Neo Vantage W+, Soapstone, corpus steel black 5557 23 4029808594586

Polar Neo Vantage W+, Limestone cream, corpus steel black 5557 87 4029808594753

Optional accessories

OrKa-CONTROL (for description please see page 84) 9214 74 4029808540064

Base plate glass 1042,6 x 500 (for description see page 87) 9215 63 4029808576018

Standard scope of delivery

Polar Neo Vantage W+ 

 
Best deal
Additional product features

at an attractive price

 

A+ 131
m3 SAFE 33cm

» Automatic control
» Heat accumulation stone W+, approx. 41 kg
» ORANIER safe-locking-system
» Height-adjustable feet
» Profiled vermiculite firebox lining
»  Standard external combustion air connection

(The connecting piece for external air is already preassembled.)
»  Cast iron door, cast iron fire box base and wood storage door
» Extra large ash tray

Rear air control

Heat accumulation stone W+

Technical Data
Energy efficiency class A+

Connection possiblility top / rear

Independent of ambient air operation rear / bottom

Nominal heat output kW 6,5

Weight (incl. packaging) steel / stone, ceramic kg 193 / 235

Weight heat accumulation stone W+ kg 41

Room heating capacity m³ 131

Length of logs cm 33

Exhaust gas mass flow g/s 6,6

Exhaust gas temperature ° C 316

Required discharge pressure mbar 0,12

For all technical data please see pages 90 to 93.


